
EC Centrifugal fan / Motorized Impeller. 
Size: Ø 404 x 204.7 mm

Ø 15.9 x 8.0 inches
Airflow: Max. 2.100 CFM / 59.5 m3/min
AC-DC Energy Saving EC Motor / Backward Curved Impeller

EC40420 Series.

Performance P-Q Curves.

Outline Dimensions.

Motor. 
Motor type: AC-DC Energy Saving EC Motor
Burnout protection: Electronically protected

Mechanical. 
Frame: 
Impeller: 
Bearing: 
Rotation: 
Connection: 
Weight: 

Aluminum die casting motor frame Glass fiber 
Aluminum Alloy metal fan blades & flange 
Two ball bearings
Counter-clockwise viewed from Inlet
Wire leads,  
5,600 g

Electronical. 
Dielectric Strenght: 
Speed Control: 
Signal Output: 

1,400 VAC/min
Optional:PWM, S/C NTC thermistor 
Optional:Optional: RD, FG ...

Enviroment. 
Operating Temp:
Storage Temp:
Life Expectancy: 

-20C~+65C
-20C~+75C (at 65%RH)
L10 50K hours at 40C

IP Protection: IP54 optional request.
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EC40420-11HHH**

** = "BL" for Ball bearing wire lead type, 

-We Reserve the right to change data and improve electrical & mechanical design without notice, data tolerance +/- 10%

-Inlet Ring




