
ELECTRONIC ASSOCIATES  

DC METAL IMPELLER  AXIAL FANS  

ED1789M Series   

Size: (176 x 176 x 89 mm) Metal Housing / Metal Impeller 

Model No. Rated Power Rated Rotated Air flow Static Noise Voltage  Input Current Speed Pressure 
  V Watt Amp. R.P.M. m³/min CFM mmH2O InH2o db(A) 

ED1789M‐12H 12 23 1.9 2,800  10.50  370  19.05  0.75  58 
ED1789M‐12M 12 13.2 1.1 2,200  8.50  300  14.73  0.58  49 
ED1789M‐12L 12 5.5 0.45 1,650  6.70  235  10.41  0.41  39 
ED1789M‐24H 24 24 0.97 2,800  10.50  370  19.05  0.75  58 
ED1789M‐24M 24 13 0.52 2,200  8.50  300  14.73  0.58  49 
ED1789M‐24L 24 5 0.2 1,650  6.70  235  10.41  0.41  39 
ED1789M‐48H 48 23.5 0.48 2,800  10.50  370  19.05  0.75  58 
ED1789M‐48M 48 14.5 0.3 2,200  8.50  300  14.73  0.58  49 
ED1789M‐48L 48 5.8 0.12 1,650  6.70  235  10.41  0.41  39 

‐Motor: Microprocessor brushless DC, auto cut & restart, locking & polarity protected 
‐Frame: Aluminum die‐cast, Black color  
‐Impeller: 5metal fan blades, high impact, high performance metal impeller 
‐RotaƟon: CCW looking at rotor, air inlet side of housing  
‐Bearing System: Double sealed, permanently lubricated high precision ball bearings  
‐OperaƟng Temp: Ball bearings ‐20C~+75C  
‐L10 Life: Ball bearings 50,000 hours at 45C, 40,000 hours at 65C  
‐Dielectric Strength: 500 VAC/sec. Max leakage 500 micro amp  
‐ConnecƟon: Wire or Terminal  
‐Net Weight:  

 


