
** = "BL" for Ball bearing, wire lead type, or,  "BT" for Ball bearing, terminal type. 
We reserve the right to change data and improve electrical & mechanical design without notice, data tolerance +-10%

 Motor Type: AC-DC Energy Saving EC Motor
 Burnout Protection: Electronically protected
 IP Protection: IP55, 56 optional on request

 Frame: Aluminum die cast, black color
 Impeller: 3 blades, glass fiber reinforced plastic, rated UL94V-0
 Bearing: Two ball bearings
 Rotation: CCW seen on rotor
 Connection: Wire lead or terminal flat pin connecting
 Weight: 2,120g

 Dielectric Strength: 1,500 VAC/min
 Speed Control: Optional:PWM, S/C NTC thermister on request
 Signal Output: Optional: R/D alarm output, F/G Tachometer output

 Operating Temp: -20C~+65C
 Storage Temp: -20C~+75C (at 65%RH)
 Life Expectancy: L10 70K hours at 40C

 EC2589 Series
EC fan.
Size: Ø254 x 107mm
         Ø10 x 4.17Inches
Airflow: Max. 830 CFM / 23.5 m3/min 
AC-DC Energy Saving EC Motor / Electronically protected
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Metal Guards

http://sinwan.com.tw/sinwan_web/document/ac_fan_model_No_information.pdf
http://sinwan.com.tw/sinwan_web/document/AC_Fans_Tach_Output_Characteristic.pdf
http://sinwan.com.tw/sinwan_web/document/Function_R_D.pdf
http://sinwan.com.tw/sinwan_web/document/AC_Fan_Dual_Voltage.pdf
http://sinwan.com.tw/sinwan_web/document/AC_Metal_Fans_Multiple_Speed.pdf
http://sinwan.com.tw/sinwan_web/pdf/Metal_Fan_Guard/G254-9D.pdf



