EC Energy Saving Fan; AC input, DC Fan Motor. h
Size: 92 x 92 x 32 mm.
3.6 x 1.25 Inches.
Airflow: Max. 58 CFM /1.6 m3/min.
Plastic Impeller / Plastic Frame. D
Rated Voltage  Input Rated Ref. Max Max Noise PQ
Voltage Range  Power Current  Speed Airflow Static Pressure Level Curves

Model No. VAC VAC Watt Amp RPM CFM m3/Min  Inch/H20 mm/H20 db(A)
EC9232-11/22H** 110/220 85~265 8/6 - 3,000 58 1.6 0.24 6.1 44

** = "BW" for wire lead type Ball bearing,
«We reserves the right to change data and improve electrical & mechanical design without notice. data tolerance +-10%

Motor
Motor Type: AC-DC Energy Saving EC Motor Performance P'Q CUWGS.

Burnout Protection: Electronically protected ( (w.g)
IP Protection: IP54 (Optional) mm inch
Mechanical 025
Frame: Thermoplastic PBT UL94V-0 5.8
Impeller: 7 Blades Thermoplastic PBT UL94V-0 R 0.20
Bearing: Two ball bearings E 44
Rotation: CCW seen on rotor o
S B = 0.15
Connection: Wire leads w33
Weight: 140g E
Electronical E 2 9 0.10]
Dielectric Strength: 1500VAC/min g
Speed Control: .- ':: 10 0.05
Signal Output: .- E !
Environment (0] 0
Operating Temp:  -20C~+65C P a 0 10 20 30 40 50 60cfm
Storage Temp: -20C~+75C (at 65%RH) A p0D 02 U_I4 0.6 [)_IB 1_|(] 1_|2 1.41.6 m3/min
Life Expectancy:  L10 70K hours at 40C ———ARFLOW —
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